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Facility 1D: 28636 226

Application ID: 312009
CDBS Antenna System |D: 17265

Azimuth  Eipeg Est d

0 612. 90 644. 23

5 563. 77 592.70
10 529. 90 557. 17
15 505. 79 531. 90
20 486. 73 511. 92
25 470. 19 494, 58
30 456. 08 479. 79
35 446. 29 469. 53
40 443. 86 466. 99
45 452. 02 475. 54
50 473. 28 497. 82
55 508. 90 535. 16
60 558. 94 587. 63
65 622. 66 654. 46
70 698. 91 734. 45
75 786. 25 826. 09
80 882. 94 927. 56
85 986. 77 1036. 53
90 1094. 92 1150. 04
95 1203. 81 1264. 35
100 1309. 20 1374. 98
105 1406. 21 1476. 81
110 1489. 56 1564. 32
115 1553. 94 1631. 91
120 1594. 44 1674. 42
125 1607. 02 1687. 63
130 1589. 04 1668. 75
135 1539. 72 1616. 97
140 1460. 41 1533. 71
145 1354. 73 1422. 77
150 1228. 44 1290. 20
155 1089. 08 1143.91
160 945, 38 993. 09
165 806. 48 847. 32
170 680. 95 715. 60
175 575. 44 604. 94
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Theoretical pattern RMS:  935.03

1o - ZIO%J - T Azimuth  Eipeo Estd Baug
180 493. 24 518. 74 555. 71
- - 185 432. 93 455, 54 485. 81
The theoretical pattern is used to create the 190 388. 95 409. 46 435. 81
i i 195 354. 04 372.92 402. 34
standard pattern. Aqgmentgtyonspf arjy) expand 300 333 42 345 a3 365, 26
the standard pattern in specified directions. See 205 291. 52 307.52 336. 05
Sections 73.150 and 73.152 of the FCC's Rules. 210 262. 40 277.10 304. 50
215 239. 34 253. 03 279. 86
. 220 228. 64 241. 89 268. 76
AM coverage may not mirror the pattern shown 225 235. 66 249 20 280. 93
here. Additional factors such as ground 230 261. 25 275.90 317. 45
conductivity or skywave propagation affect how %28 ggﬁ: %8 g%g gg 2%: 2%
far the AM signal will travel. 245 414. 41 436. 13 479. 98
250 481.71 506. 66 544.78
Patterns for stations outside the USA are based on %28 232; %" 223; %g 2%3; %
notified parameters. 265 723. 25 759. 99 785.71
575 oi3 78 929’40 998 &0
AM directional patterns created before 1982 used 280 1012. 19 1063. 21 1112. 20
units of 1 mV/m at 1 mile, not one kilometer. The 285 1109. 29 1165. 13 1218. 07
pattern values on such plotsat 1 mile will be Zgg %%98: %9 %%22: 85 %%gg: %g
0.62137 of the values listed here. Measured 300 1342.93 1410. 39 1461. 74
305 1384. 81 1454. 35 1513. 64
pattern values may vary from values shown here. 310 1201 &2 1471 89 1234 29
. . 315 1390. 65 1460. 48 1521. 29
Plot is best printed on 11" by 17" or larger paper. 320 1351.74 1419. 64 1476. 24
325 1286. 55 1351. 20 1404. 38
330 1199. 12 1259. 43 1313. 58
335 1095. 58 1150. 73 1201. 30
15 Nov 2005 340 983. 64 1033. 24 1066. 42
350 76871 80775 83080
Prepared by Audio Division, Media Bureau 355 681 16 715 83 740’ 35
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